Specifications:

Main Rotor Diameter: 550 mm Main Motor Type: 370 SD All-up Weight: 374 g (Battery included)
Tail Rotor Diameter: 150 mm Tail Motor Type: N30 (Strong magnet) Transmitter: 6CH PPM/FM

Overall Length: 580 mm Battery: Ni-MH10.8V 650mAh Gyro: Built-in

Receiver: 4-in-1 receiver (receiver, speed controller, gyro and mixer)
Servo: weight 8.5g / speed 0.11sec/60° / torque 0.9kg/cm / dimension 22.5X11.5X24mm

Features:

1) Metal main frame and metal tail boom make the HM 22#E firm and simplified, and the servo set easy to be mounted.

2) The main rotor driven by high powerful 370SD with strong anti-wind ability and high efficiency could make your model take off
stably and make sure it can do such performances of hovering, reverse, 3D and so on well.

3) High quality servo is prompt in reaction; it matches with the strong magnetic N30 tail motor and can fly various flight courses.

4) 4-in-1 receiver mixes together the circuits of receiver, speed controller, gyro and mixer. It is of compacted size, high sensitivity, and
strong anti-interference.

5) The main rotor blades with high efficiency are quite special and good-looking; 10.8V 650mAh Ni-MH battery is so efficient that can
make your model fly for 4-7 minutes every time.

6) The 6-channal transmitter can adjust the parameters of PIT & PLT. According to the slight parameters adjustment can not only make
the flight better, but also make feel that your flight skill are improving rapidly.
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